




Thank you for purchasing of this Deaf Bonce product! Our company is committed to the creation of extremely loud sound 

systems with no loss of quality.

To ensure proper use, please carefully read through this manual before using this product. It is especially important that you 

read and observe caution’s in this manual. Please keep the manual in a safe and accessible place for future reference.





The correct choice of amplifier, its settings, filtering and enclosure largely influence on the lifespan of your audio system. You 

should select an amplifier with a nominal power, not exceeding the nominal power of the speakers. Proper coordination of the 

head unit (HU) with the amplifier will allow to get a clean, undistorted signal applied to the component to prevent overheating 

and voice coil damage. Recommended settings of the amplifier and HU: Volume of HU should not exceed 80%. The amplifier 

sensitivity should be set to 50%.

The recommended filter settings:

The high pass filter HPF (the filter that cuts all frequencies below those set for the filter) should be set to 150-250 Hz 

(24 dB/Oct), or 250-350 Hz (12 dB/Oct)

The low pass filter LPF (the filter that cuts all frequencies above those set for the filter) should be set to 8-12 kHz 

(12 dB/Oct)

Recommended amplifiers: AAB-500.4D, AAB-600.2D, AAP-500.2D, AAP-800.2D, AAP-400.4D.







Deaf Bonce products are warranted against defects concerning materials and their manufacturing under normal functioning 

conditions.
While the product is under warranty, defective parts will be repaired or replaced at the manufacturer's discretion. The 

defective product, along with notification about it, must be returned to the dealer from which it was purchased together with the 

warranty certificate duly filled in, . If the product is no longer under warranty, it will be  complete with the original packaging

repaired at the current costs.
Our company does not undertake any liability for damages due to transportation. Our company does not take any 

responsibility for costs or loss of profit due to the impossibility to use the product, other accidental or consequential costs, 

expenses or damages suffered by the customer. Warranty according to laws in force. For more information visit our website and 

carefully read warranty card. 
The manufacturer reserves the right to change design and specification without prior notice.









От правильного выбора усилителя, настроек, фильтрации и оформления во многом зависит срок службы Вашей 

акустики. Необходимо выбирать усилитель с номинальной мощностью, не превышающей номинальную мощность 

акустических систем. Правильное согласование головного устройства (ГУ) с усилителем позволит получить чистый, 

неискаженный сигнал, подаваемый на компонент, что предотвратит перегрев и выход из строя звуковой катушки. 

Рекомендуемые настройки усилителя и ГУ: Громкость ГУ не более 80%. Чувствительность усилителя  50%

Рекомендуемые настройки фильтров:

Фильтр высоких частот HPF (фильтр, который обрезает все частоты ниже частоты установки фильтра) - 150-

250 Гц (24 дБ/Окт), или 250-350 Гц (12 дБ/Окт)

Фильтр низких частот LPF (фильтр, который обрезает все частоты выше частоты установки фильтра) - 8-12 кГц 

(12 дБ/Окт)

Рекомендуемые усилители:  AAB-500.4D, AAB-600.2D, AAP-500.2D, AAP-800.2D, AAP-400.4D.










